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QUESTIONS? 

CALL CUSTOMER 
SERVICE 

1-800-222-6283 

The CABMATE Model WSC4000 fits most 1986 and newer Western Star Conventional 
Tractors. It replaces the original rear cab support, Western Star Part no. RCO 66024 
3414 or RCO 66024 3405. Trucks manufactured from 1980 through 1985 will also 
require ordering Link Mfg. Part No. 29910023. 

UNIT WEIGHT WITH: 26.8 LB. NET WEIGHT ADDED: 1.2 LB. 
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INSTALLATION 
INSTRUCTIONS 
WSC4000 (2970A000) 
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CABMATE MODEL WSC4000 
Review the Parts List on page 3 to become familiar with the different components of the CABMATE. 

IMPORTANT: Due to many chassis variables caused by installation of special equipment or options, the fit of 
the WSC4000 CABMATE may be affected and should be evaluated before beginning installation. 

IMPORTANT: Installation of the CABMATE system will allow the cab to move freely. Before starting 
installation, check clearances between the cab and any objects the cab may contact when it moves (1 1/2 
inches of clearance should be sufficient). The clearance of components that are affected by cab movement, 
such as exhaust and radiator systems, must also be evaluated. 

A. Remove the six stock mount bolts from the top of 
the original rear cab mount. Securely prop up the 
cab and remove all stock mount parts (Fig. 1). 

B. Loosely fasten the Unit Bottom to the 
crossmember using the 5/8ò mount bolts supplied 
by Link Mfg. (Nos. 9, 14, 16 and 17 from the Parts 
List)  

NOTE: If the original support part no. is RCO 
66024 3405, the Bottom Spacer Plate must be 
used. (No. 24 from the Parts List) 

C. Slowly lower the cab until it touches the top of the 
CABMATE. Fasten the Unit Top to the cab using 
the six stock mount bolts. SECURELY TIGHTEN 
ALL FASTENERS. Lower the cab completely. 

D. See page 2 for plumbing instructions and height 
adjustments.  

E. IMPORTANT: After plumbing and height control 
adjustments are completed, temporarily adjust the 
CABMATE to its maximum upward position. There 
must be a 1 /4" to 3/8" gap between the cab and 
the hood. Adjust the hood hinge forward as 
necessary (Fig. 3). FIG. 3 

1/4ò to 3/8ò gap 

CABMATE temporarily 
at maximum upward 
position 

Move hood 
hinge forward 

Rear View 

FIG 2 

FIG 1 
Top Mount Bolts 


